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Tools 

Required 
Tape Measure Hack or  

Chop Saw 

File  

 

Drill Motor  & 

1/8ò Drill Bit 

Phillips Head 

Screwdriver 

Pencil or  

Scriber 

IMPORTANT:  REVIEW ALL INSTRUCTIONS THROUGHLY BEFORE STARTING STEP 1 

Parts 

Included 

 Sill Track 

Partially Assembled Unit 
 

Strike 

 #D2160 

 

Eagle Screens are assembled and cut to size. Please verify all package contents and proceed to step 2.  

Please note, if installing a ñBi-Partingò screen, proceed to ñBi-Parting screen instructionsò on page 4. Step 1 

Head Track 
Side Jamb 

Track 

#8 x 1/2ò  

Phillips Pan 

Head Qty. 10 

#8 x 1ò Phillips 

Pan Head Qty. 

10 

INSTALL SIDE JAMB TRACK 

Drill (2) 5/32ò holes in the jamb track, one approx. 2ò from each end. Locate the holes using the 

groove in the track, as shown below. 

Attach the jamb track on the lock jamb side using the #8 x 1ò color-matched pan head screws 

provided. 

Important: Leave an 1/8ò gap at the top for head track clearance, as shown, this will leave 

approx.1/8ò  gap at the bottom, on the interior side, also for sill track clearance, this is normal. 

Locate so that the weather strip is towards the interior, as shown. 

Note: To insure proper track positioning, it is recommended that all attachment holes on the 

frame be pre-drilled (pilot holed) prior to attaching any track, using the holes in the track as a 

location guide. A 3/32ò diameter pilot hole is recommended. 

 

See drawings on page 2 for detail. 

Step 2 
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Jamb Track 

Screw Hole  

Groove 1/8ò Gap at 

Top. 

Top View 

Weather Strip Location 

Step 3 INSTALL HEAD & SILL TRACKS 

Drill (2) 5/32ò holes in both, the head & sill tracks, one approx. 6òfrom each end. Lo-

cate the holes using the groove in the track, as shown. 

Note: To insure proper track positioning, it is recommended that all attachment holes on 

the frame be pre-drilled (pilot holed) prior to attaching any track, using the holes in the 

track as a location guide. A 3/32ò diameter pilot hole is recommended. 

Head Track 

Screw Hole Groove 

Sill Track 

Screw Hole Groove 

Install Head and Sill track by carefully pivoting the track(s) into position as shown be-

low. Attach the Head and Sill tracks using the #8 x İò Color-matched pan head screws 

provided. 
Note: Use caution in tightening the sill track screws, as not to over-tighten into the Fiberglass 

material. 

Pivoting Head Track into Position Pivoting Sill Track into Position 



Step 4 

Step 5 Strike Installation. 

The strike (D2160) is mounted nose down, with 

the #4 x 3/4 screws going into the same groove in 

the jamb track as was used for the installation 

screws. The nose of the strike should be approxi-

mately 1/8ò below the latch, as measured from 

the sill track.  Adjust the strike up or down as 

needed to get a secure latch. WARNING! Adjust-

ing the strike too far down will not allow  the 

handle to operate. 
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This distance

Should be

approximately

1/8"

INSTALL (1) MESH HOUSING ASSMEBLY 

Drill (3) 5/32ò holes in the housing hinge, one approx. 2ò from each end, and on in the 

center. Locate the holes using the groove in the hinge, as shown below. 

Note: To insure proper housing positioning, it is recommended that all attachment holes 

on the panel be pre-drilled (pilot holed) prior to attaching the housing, using the holes in 

the hinge as a location guide. A 3/32ò diameter pilot hole is recommended. It is also 

recommended that each hole be filled with clear silicone sealant prior to screw applica-

tion to prevent water penetration. 

Housing Hinge 

Screw Hole Groove Top View of attachment to the 

Door panel 

Install the housing assembly by carefully sliding the mesh drawbar ends onto the head 

and sill tracks, at the same time pocketing the tracks into the housing, as shown below. 

Mark and drill pilot holes using the housing hinge holes as a guide. Attach the mesh 

housing assembly to the panel stile using the #8 x 1ò color-matched pan head screws 

provided, at the same time, verifying the mesh housing & hinge are plumb and parallel 

with the panel stile. 

After housing installation, be sure the PVC cushions are in the proper location ï approx. 

3ò from each end, and folded out as shown below. 
Note: Use caution in tightening the Housing Hinge screws, as not to over-tighten into the LVL 

stile material. 

Tracks pocketed in correctly PVC Cushion Location Slide Drawbar Guides onto Tracks 



Eagle ® Bi-Parting Door Instructions 

Bi-Parting Door Instructions: 
 A Bi-parting door consists of (4) panels in an OXXO configu-

ration; 

(Stationary, Operating, Operating, Stationary). 

The Bi-parting screen kit will consist of (2) Housing / Hinge 

assemblies that oppose each other, and that are mounted on the 

Stationary panels. The (2) screens share a common head and 

sill track, and meet in the center with an astragal. (No side jamb 

track is required). 

 

Step 1: 

INSTALL HEAD AND SILL TRACKS 

Drill (3) 5/32ò holes in the head sill tracks, one approx. 6ò from each end, and one in the center. 

Locate the holes using the grooves in the tracks, as shown below. 

Attach the head and sill tracks  using the #8 x İò color-matched pan head screws provided. 

Note: Position the tracks in the center of the opening between the stationary panels. To insure 

proper track positioning, it is 

recommended that all attach-

ment holes on the frame be pre-

drilled (pilot holed) prior to at-

taching any track, using the 

holes in the track as a location 

Step 2: 

INSTALL (2) MESH HOUSING ASSMEBLIES 

Drill (3) 5/32ò holes in the housing hinges, one approx. 2ò from each end, and on in the center. 

Locate the holes using the grooves in the hinges, as shown below. Determine which side is 

ñstationaryò ï that is, will use the astragal and integral astragal pins. The pins are used to hold 

the stationary screen fixed while in operation. (SEE step 3 for more detail). The stationary 

screen is usually placed on the same side as the stationary or inactive operating door panel. 

Note: To insure proper housing positioning, it is recommended that all attachment holes on the 

panel stile be pre-drilled (pilot holed) prior to attaching the housing, using the holes in the hinge 

as a location guide. It is also recommended that each hole be filled with clear silicone sealant 

prior to screw application to prevent water penetration. 

See drawings on the following page for proper housing installation. 
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Sill Track Screw Hole Groove 
Head track Screw hole groove 

Drawbar & Astragal Pin 

Astragal Pin (#R5450) in 

Slot in Drawbar. 



Housing Hinge Screw Hole  

Groove 

Top View of Attachment to the  

Panel(s) 

Install the housing assemblies by carefully sliding the drawbar ends onto the ends of the 

head and sill tracks, at the same time pocketing the tracks into the housing, as shown 

below. 

Mark and drill pilot holes using the housing hinge holes as a guide. 

Attach the mesh housing assembly to the panel stile using the #8 x 1ò color-matched 

pan head screws provided, at the same time, verifying the mesh housing & hinge are 

plumb and parallel with the panel stile. 

After housing installation, be sure the PVC cushions are in the proper location ï approx. 

3ò from each end, and folded out as shown below. 
Note: Use caution in tightening the Housing Hinge screws, as not to over-tighten into the LVL 

stile material. 

 

Tracks pocketed in correctly. 
Slide Drawbar ends onto track. 

PVC Cushion Location 

Step 3  
ADDING ASTRAGAL PIN RETAINER HOLES  
The ñstationaryò side of the dual panel (Bi-parting) screen can be fixed in place during use. This is nec-

essary to provide the ñactiveò side a solid latching point. This is accomplished by extending the brass 

astragal pins into the head and sill tracks. To do this, holes need to be added to the head and sill track(s).  

First mark the frame centerline with a pencil on the head and sill tracks.  

Next, position the stationary screen panel in the open or extended position, with the drawbar edge in line 

with the centerline marks added. Extend the brass pins and mark the locations on the head and sill tracks 

in which they will pass through. 

Note: After marking these locations, measure the head and sill marks from a common point to insure 

plumb. 

Finally, using the pin marks, drill (1) 7/32ò hole per track ï use Caution to not penetrate the exterior of 

the unitôs head or sill! 

These 7/32ò holes can now be used to retain the astragal pins, when extended,  in turn fixing the station-

ary side during use. 
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ROLL-AWAY® FRENCH DOOR SYSTEM ONLY    

AutolatchÊ  LIMITED WARRANTY    

To the original purchaser, R. Lang Company warrants this product and its components parts to be free of defects on 

materials and workmanship for a period of one year from the date of purchase. 

 

Damage caused by accident, improper installation or abuse, is specifically excluded from this warranty.             

Manufacturerôs liability on any claim shall not exceed the cost of the product.  In no instance shall manufacturer be  

responsible for consequential damage from the use of this product, including damage to existing door during  

installation or operation. 

 

For a period of one (1) year from the date of purchase, any defective product or part may be sent, freight prepaid, to 

R. Lang Company, 8240 West Doe Avenue, Visalia, California (93291) for replacement or repair at no charge.  Proof 

of purchase date must accompany any returned item.  For further information about this warranty, write to Consumer 

Affairs Manager at R. Lang Company.   

 

This warranty replaces any and all previous warranties, either written, oral, or implied, and is the only warranty made 

on this product by the R. Lang Company.  This warranty gives you specific legal rights.  Rights may vary from state 

to state.  

1 Year 

Finish: Install Strike 
 

Follow the instructions in Step 5 for installation of the strike, installing it in the astragal 

R5180 instead of a closer.  Please note, the  strike pack has a shim that needs to be installed 

behind the strike to insure that the latch will operate properly with the strike. 

Installation Complete  
 

Make sure all components are properly installed.  Check the overall operation of the door.  

Drawbar guides should move freely over both the bottom and top tracks and connect squarely 

with the closer.  If properly installed, the door will want to return to the housing quickly after 

breaking contact with strike. 


